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FCC STATEMENT 
1. This device complies with Part 15 of the FCC Rules. 
2. Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference. 
(2) This device must accept any interference received, including interference that may cause 
undesired operation. 
 
3. Changes or modifications not expressly approved by the party responsible for compliance 
could void the user's authority to operate the equipment. 
  
NOTE: This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to Part 15 of the FCC Rules. 
  
These limits are designed to provide reasonable protection against harmful interference in a 
residential installation. 
 
This equipment generates uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, 
may cause harmful interference to radio communications. However, there is no guarantee 
that interference will not occur in a particular installation.  
 
If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to 
correct the interference by one or more of the following measures: 

 Reorient or relocate the receiving antenna. 
 Increase the separation between the equipment and receiver. 
 Connect the equipment into an outlet on a circuit different from that to which the 

receiver is connected. 
 Consult the dealer or an experienced radio/TV technician for help. 
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1.1 Overview  
 
The MS41p1 supports ADSL, ADSL2 and ADSL2+ over the existing copper lines, with downstream 
transmission rate up to 24Mbps (ADSL2+) and upstream transmission rate up to 1.024 Mbps.  
 
It can support PPPoA (RFC 2364 - PPP over AAL5), PPPoE (RFC 2516 ς PPP over Ethernet) and RFC 1483 
encapsulation over ATM (bridged or routed). 

 
 
 
 
 
 
 
 
 
 
 
 
 



1.2 Features 
 
Standards Compliance 
ANSI T1.413 Issue 2 compliant 
ITU-T G.992.1 (G.DMT) compliant: Up to 8Mbps downstream and 896Kbps upstream data rate 
ITU-T G.992.2 (G.lite) compliant: Supports splitter-less implementation and up to 1.5M downstream and 
512Kbps upstream data rate 
ITU-T G.992.3 compliant: Better performance on long lines, and improve interoperability between chipset 
suppliers 
ITU-T G.992.5 Annex A compliant: Up to 24Mbps downstream and 1Mbps up stream data rate 
ITU-T G.992.5 Annex M compliant: Up to 24Mbps downstream and 3Mbps up stream data rate. 
 
Supported WAN DSL Setups 
PPPoA VC-Mux 
PPPoA LLC 
1483 Bridged IP LLC 
1483 Routed IP LLC 
1483 Bridged IP VC-Mux 
1483 Routed IP VC-Mux 
PPPoE VC-Mux 
PPPoE LLC 
1483 MER LLC 
1483 MER VC-Mux 
 
Firmware upgrade and configuration over WEB GUI 
 
Operating Environment 
Operating: ̅ 0 ~ ̅ 50  
Non-operating: ̇ 40 ~ ̅ 85 
 
Humidity     
Operating: 10%~95% RH   
Non-operating: 10%~95% RH   
 
Standard Approval 
CE CLASS B. 
FCC PART 15 CLASS B 
FCC PART 68 
UL 1950 

 

MS41p1                                                                                 Features 



MS41p1                                                       Chapter II Hardware setup 

Interface & Indicator Light Introduction 

2.1 MODEM Indicator Light & Interface Introduction 

Item Label State Introduction 

Indicator Lights 

DSL 

ON MODEM 

synchronized to the 

DSLAM 

Flash: MODEM not 

synchronized 

Internet 

OFF: in Bridge mode or 

ADSL disconnected 

ON: in Router mode and 

ADSL connected, can 

transmit IP packets 

Ethernet 
ON  linked to network 

card of PC 

Power ON MODEM power on 

Rear Ports 

DSL 
Connect to the ADSL line 

or the óMODEMô  

Ethernet 
Connect to the NIC with a 

crossed network line 

PWR 

Connect to power 

adapter enclosed in the 

package 

Reset Restore default settings 

Power switch 

Label Introduction 

LINE Connect to the Telephone Wall Jack 

MODEM Connect to ñADSLò port of the MODEM 

PHONE Connect to your normal voice phone  

2.2 Interface of Splitter 
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Item Quantity 

MS41p1 1 

Ac Power Adapter 1 

RJ-45 Network Line  1 

RJ-11 Phone line 2 

Splitter/Filter 1 

2.3 Package Contents 

2.4 Port Map 
























































